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1
RFID TAGS FOR LOCATING PRODUCTS

BACKGROUND

Radio frequency identification (RFID) utilizes small tags,
each containing electronics and an antenna that are capable of
broadcasting a radio signal that identifies the tag. Such RFID
tags can be active or passive. An active RFID tag includes a
battery that allows the tag to periodically generate the radio
signal. A passive RFID tag does not include an internal bat-
tery but instead is powered by an interrogator signal received
by the tag’s antenna. The power provided by the interrogator
signal can be used immediately by the tag to provide a
response signal or can be stored in a capacitor in the tag to be
used later.

The radio signals generated by RFID tags are received and
decoded by RFID readers. The RFID reader decodes the
signal it receives to produce an identifier of the RFID tag
found in the signal. Some RFID readers are also able to
determine the strength of the radio signal received from the
RFID tag. In such readers, the strength of the signal can be
provided as an output known as a Received Signal Strength
Indicator (RSSI).

The discussion above is merely provided for general back-
ground information and is not intended to be used as an aid in
determining the scope of the claimed subject matter. The
claimed subject matter is not limited to implementations that
solve any or all disadvantages noted in the background.

SUMMARY

A computer-implemented method includes receiving a
structure signal strength for a signal generated by atagon a
structure and receiving a product signal strength for a signal
generated by atag on a product. An indication that the product
is positioned near the structure based on the received structure
signal strength and the received product signal strength is
then stored in memory.

A system includes a merchandise tag on a piece of mer-
chandise, a structure tag on a product support structure, and a
tag reader that receives signals from the merchandise tag and
the structure tag and identifies a strength of the signal
received from the merchandise tag and a strength of the signal
received from the structure tag. A computing device receives
from the tag reader the strength of the signal received from the
merchandise tag and the strength of the signal received from
the structure tag and identifies a location of the piece of
merchandise based on the strengths of the signals.

A retail store has a product radio transceiver mounted on a
product, a storage area radio transceiver mounted in a storage
area, a sales area radio transceiver mounted in a sales area,
and a radio signal amplitude detector providing amplitudes of
signals from the product radio transceiver, the storage area
radio transceiver, and the sales area radio transceiver. A prod-
uct locator identifies a location of the product in the retail
store based on the amplitudes of signals from the product
radio transceiver, the storage area radio transceiver, and the
sales area radio transceiver.

This Summary is provided to introduce a selection of con-
cepts in a simplified form that are further described below in
the Detailed Description. This Summary is not intended to
identify key features or essential features of the claimed sub-
ject matter, nor is it intended to be used as an aid in determin-
ing the scope of the claimed subject matter.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a plan view of a retail store providing an exem-
plary environment in which embodiments may be practiced.

20

30

40

45

55

65

2

FIG. 2 is a front view of a shelving unit in accordance with
one embodiment.

FIG. 3 is a front view of a shelving unit in accordance with
a second embodiment.

FIG. 4 is a graph of received signal strength as a function of
a position of a single RFID tag.

FIG. 5 is a graph of received signal strengths at different
positions from a collection of RFID tags.

FIG. 6 is a block diagram of a system for locating products
in accordance with one embodiment.

FIG. 7 is a flow diagram of a method of locating products
in accordance with one embodiment.

DETAILED DESCRIPTION

Embodiments described herein use a Received Signal
Strength Indicator (RSSI) of a signal generated by an RFID
tag to determine the location of the RFID tag. In particular, the
embodiments compare the RSSI of an RFID tag on a product
to the RSSIs of RFID tags placed on structures in the envi-
ronment. The RFID tag on the product is considered to be
located near the structure RFID tag that has the most similar
RSSI value. Using this system, it is possible to determine
whether a product is located in a backroom or on a sales floor.

In the past, the RSSI of an RFID tag has been used to
determine the distance between the RFID interrogator-reader
and the RFID tag. However, such information has limited
accuracy due to variations in the directional signal strength of
the RFID interrogator-reader and the RFID tag. In particular,
in certain directions, the RFID interrogator-reader generates a
larger interrogator signal than in other directions. Similarly,
the RFID tag generates a larger response signal in certain
directions than in other directions. As a result, RSSI values
can change even though the RFID tag is the same distance
from the RFID interrogator-reader simply by changing the
angular position of the RFID tag relative to the RFID inter-
rogator-reader. Thus, it has been difficult to use RSSI to
identify a location of a product.

FIG. 1 provides a plan view of a portion of a retail envi-
ronment/retail store 100 in which some embodiments may be
practiced. Retail environment 100 includes a backroom or
storage area 102 and a sales floor or sales area 104 that are
separated by a building wall 106. Storage area 102 includes
product support structures or shelving units, such as shelving
unit 108, that support products or merchandise, such as prod-
uct or piece of merchandise 110, while they are being stored.
Sales area 104 includes product support structures or shelving
units, such as shelving unit 112, that support products or
merchandise, such as product or piece of merchandise 114,
when they are displayed for sale. Storage area 102 and sales
area 104 each include a large number of product support
structures that define one or more aisles for moving between
the product support structures.

Products 110 and 114 include RFID tags 116 and 118,
respectively. RFID tags 116 and 118 generate radio signals
120 and 122, respectively, using internal antennae, which are
shown in an exaggerated form in FIG. 1 for the purposes of
illustration only. In practice, the antenna for a tag is internal to
the tag. Radio signals 120 and 122 are generated in response
to radio signals 124 and 126 generated by RFID interrogator-
readers 128 and 130. RFID interrogator-reader 128 is posi-
tioned in storage area 102 and RFID interrogator-reader 130
is positioned in sales area 104. RFID interrogator-reader 128
receives radio signal 120 from product 110 and decodes the
radio signal to generate an identifier for RFID tag 116 and an
RSSI value representing the strength of the signal received by
RFID interrogator-reader 128. Similarly, RFID interrogator-
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reader 130 receives radio signal 122 from RFID tag 118 and
decodes the signal to generate an identifier for RFID tag 118.
RFID interrogator-reader 130 also determines an RSSI value
for radio signal 122 indicating the strength of the signal at
interrogator-reader 130.

Radio signal 120 from RFID tag 116 is also transmitted
through wall 106 and is received by RFID interrogator-reader
130. Similarly, radio signal 122 from RFID tag 118 is trans-
mitted through wall 106 and is received by RFID interrogator-
reader 128. RFID interrogator-reader 128 decodes radio sig-
nal 122 to determine the identifier for RFID tag 118 and
generates an RSSI value for radio signal 122 at RFID inter-
rogator-reader 128. Similarly, RFID interrogator-reader 130
decodes radio signal 120 to produce an identifier for RFID tag
116 and generates an RSSI value for radio signal 120 at RFID
interrogator-reader 130. Thus, even though RFID interroga-
tor-reader 128 is positioned in storage area 102, it can receive
radio signals from RFID tags on products in sales area 104.
Similarly, even though RFID interrogator-reader 130 is posi-
tioned in sales area 104, it can receive radio signals from
RFID tags on products in storage area 102. As a result, if the
system relied on the reception of an RFID signal by RFID
interrogator-reader 128 as an indication that an RFID tag that
generated the signal is in storage area 102, the system would
mistakenly believe that RFID tag 118 and product 114 were
within storage area 102 when in fact they are in sales area 104.
Similarly, if the system relied on the reception of radio signal
120 at RFID interrogator-reader 130 as an indication that
RFID tag 116 is located in sales area 104, the system would
mistakenly believe that product 110 was located in sales area
104 instead of storage area 102.

To avoid this confusion, the embodiments disclosed herein
provide additional RFID tags that are mounted to physical
structures within retail environment 100. In particular, in
storage area 102 an RFID tag 140 is mounted to shelving unit
108 and in sales area 104, an RFID tag 142 is mounted on
display shelving unit 112. RFID tag 140 receives interrogator
radio signals 124 and 126 from RFID interrogator-readers
128 and 130 and in response to those signals generates radio
signal 144, which may be received by both RFID interroga-
tor-reader 128 and RFID interrogator-reader 130. Similarly,
RFID tag 142 receives interrogator radio signals 124 and 126
and in response generates radio signal 146, which is received
by RFID interrogator-reader 128 and RFID interrogator-
reader 130. In FIG. 1, the antennae of tags 140 and 142 are
shown in an exaggerated form for the purposes of illustration
only. In practice, each antenna is encapsulated within its
respective tag.

RFID interrogator-reader 128 and RFID interrogator-
reader 130 are able to decode radio signals 144 and 146 from
RFID tags 140 and 142 to determine the identity of the RFID
tags and are able to generate an RSSI value for radio signals
144 and 146 at RFID interrogator-reader 128 and RFID inter-
rogator-reader 130, respectively. By comparing the RSSI val-
ues of the signals generated by structure RFID tags 140 and
142 with the RSSI values of the signals generated by RFID
tags 116 and 118, it is possible to determine the location of
RFID tags 116 and 118 relative to the location of RFID tags
140 and 142. As such, it is possible to determine whether a
product such as product 110 or product 114 is in storage area
102 or sales area 104.

FIG. 2 provides a front view of an exemplary shelving unit
200, which can be utilized as shelving unit 108 or shelving
unit 112 in FIG. 1. Shelving unit 200 includes shelves 202,
204,206, 208,210 and 212, which support products 214, 216,
218, 220, 222 and 224. Although only a single product is

40
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shown on each shelf; those skilled in the art will recognize
that multiple products may be placed on each shelf.

Shelves 202, 204 and 206 are support by a frame 230
having two uprights 232 and 234. A back panel 236 is posi-
tioned within frame 230. Similarly, shelves 208, 210 and 212
are supported by a frame 240 having uprights 242 and 244
with a back panel 246 supported within frame 240. Shelves
202, 204 and 206 have mounted thereon RFID tags 250, 252
and 254. Shelves 208, 210 and 212 have mounted thereon
RFID tags 256, 258 and 260. RFID tags 250, 252, 254, 256,
258 and 260 in one embodiment are passive RFID tags that
can receive an interrogator signal, use the signal to power
electronics within the RFID tag and generate a response sig-
nal that at least identifies the RFID tag. Products 214, 216,
218, 220, 222 and 224 include RFID tags 270, 272, 274, 276,
278 and 280, which in one embodiment are also passive RFID
tags.

RFID tags 250, 252, 254, 256, 258 and 260 are shown as
being mounted to a front surface of their respective shelves. In
other embodiments, the RFID tags may be mounted on other
surfaces of the shelves such as the tops and bottoms of the
shelves. In addition, RFID tags 250, 252, 254, 256, 258 and
260 may be horizontally centered on the respective shelves as
shown. This centering provides more accurate position infor-
mation for the products.

FIG. 3 provides an alternative embodiment of a shelving
unit 300, which can be used as shelving units 108 and 112 in
FIG. 1. Shelving unit 300 includes shelves 302, 304, 306, 308,
310 and 312. Shelves 302,304,306,308, 310 and 312 support
products 314, 316, 318, 320, 322 and 324, respectively.
Although only a single product is shown on each shelf, those
skilled in the art will recognize that multiple products may be
placed on each shelf.

Shelves 302, 304 and 306 are supported by a frame 330 that
includes two uprights 332 and 334 with a back panel 336
inserted in frame 330. Shelves 308, 310 and 312 are supported
by a frame 340 that includes uprights 342 and 344 with a back
panel 346 inserted within frame 340. RFID tags 350, 352 and
354 are mounted on back panel 336 while RFID tags 356, 358
and 360 are mounted on back panel 346. In particular, RFID
tag 350 is mounted to back panel 336 between shelves 302
and 304; RFID tag 352 is mounted to back panel 336 between
shelves 304 and 306; and RFID tag 354 is mounted to back
panel 336 above shelf 306. In the embodiment of FIG. 3,
RFID tags 350, 352 and 354 are centered horizontally along
shelves 302, 304 and 306 with tag 350 vertically centered
between shelves 302 and 304, tag 352 vertically centered
between shelves 304 and 306 and tag 354 vertically centered
between shelf 306 and a top of frame 330. Similarly, tags 356,
358 and 360 are horizontally centered on respective shelves
308, 310 and 312 with tag 356 vertically centered between
shelves 308 and 310, tag 358 vertically centered between
shelves 310 and 312, and tag 360 vertically centered between
shelf 312 and a top of frame 340. The positions of the RFID
tags shown in FIG. 3 provide a more accurate determination
of where the products are located. However, the RFID tags
may be placed anywhere on the back panels and on either a
front or a back of the back panels.

FIG. 4 provides graphs 406 and 408 showing received
signal strength from a passive RFID tag as a function of the
position of the RFID interrogator-reader relative to the RFID
tag. In FIG. 4, possible positions for the RFID tag are shown
on horizontal axis 400 and the received signal strength is
shown on vertical axis 402. The position of the RFID tag is
shown as position 404. In FIG. 4, the RFID tag is positioned
in aretail area 410 that is separated from a storage area 412 by
wall 414. Graph 406 shows the relative strength of the RFID
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tag radio signal as a function of distance from the RFID tag in
adirection away from wall 414 and into retail area 410. Graph
408 shows the strength of the radio signal of the RFID tag in
a second direction toward and through wall 414 and into
storage area 412.

In FIG. 4, it can be seen that graph 406 is a smooth curve
until a point 416 at which it suddenly drops to 0. Point 416
corresponds to a point at which the RFID tag does not receive
a large enough interrogator signal to generate a response
signal. Graph 408 has four sections: 418, 420, 422 and 424.
Section 418 has a similar shape to graph 406. In section 420,
the strength of the radio signal drops substantially due to
passing through wall 414. Section 422 represents a continued
propagation of the radio signal through air. At point 426, the
RFID tag no longer receives a large enough interrogator sig-
nal to generate a response signal causing section 424 of the
graph to drop to O.

FIG. 5 provides graphs 500, 504, 508 and 512 of received
signal strengths at various positions from a collection of
RFID tags in a retail environment. Graph 500 is for an RFID
tag placed on a shelf at a position 502. Graph 504 is for an
RFID tag positioned on a product at location 506. Graph 508
is for an RFID tag placed on a shelf at position 510 and graph
512 is for an RFID tag placed on a product at position 514.
Positions 502 and 506 are located in a retail area 520 and
positions 510 and 514 are in a storage area 522. Retail area
520 is separated from storage area 522 by a wall 524. An
RFID interrogator-reader is positioned at position 526.

At RFID interrogator-reader position 526, the radio signal
from the RFID tag on the shelf at position 502 has a strength
528 and the radio signal from the RFID tag on the product at
position 506 has a strength 530. Similarly, the radio signal
from the RFID tag on the shelf at position 510 has a strength
534 and the RFID tag on the product at position 514 has a
strength 532.

As can be seen in FIG. 5, strength 530 of the product RFID
tag is closer to strength 528 of the shelf tag at position 502
than to strength 534 of the shelf tag at position 510. This
indicates that the product RFID tag is located closer to the
shelf tag at position 502 than to the shelf tag at position 510,
thereby indicating that the product is in retail area 520 rather
than storage area 522. Similarly, the strength 532 of the radio
signal from the product RFID tag in position 514 is closer to
the strength 534 of the structure RFID tag at position 510 than
the strength 528 of the structure RFID tag at position 502. As
aresult, this indicates that the product at position 514 is closer
to position 510 than position 502 and that the product is more
likely in storage area 522 than retail area 520.

FIG. 6 provides a block diagram of a system for determin-
ing a position of a product using a product RFID tag and two
or more structure RFID tags. FIG. 7 provides a flow diagram
of a method of locating a position of a product using the
elements of FIG. 6.

In FIG. 6, structure RFID tags 600 and 602 are provided
that are mounted to physical structures in one or both of the
retail area and the storage area. For example, structure RFID
tags 600 and 602 may be mounted to shelving units, other
product support structures, or building support structures. In
one embodiment, structure RFID tag 600 is mounted on a
structure in a storage area or storage room, structure RFID tag
602 is mounted on a display structure in a retail space or sales
floor, and a wall separates the storage area from the retail
space. Product RFID tag 604 and 606 are designed to be
mounted on products or product boxes. Although only two
structure RFID tags and two product RFID tags are shown,
those skilled in the art will recognize that more structure
RFID tags and more product RFID tags may be used.
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Each RFID tag 600, 602, 604 and 606, includes an antenna
608 and a transceiver 610. Transceiver 610 includes a receiver
for receiving an interrogator signal through antenna 608 and
for providing a portion of the signal to power storage 612.
Power storage 612 uses the portion of the signal it receives to
charge one or more capacitors, which are then discharged
along power bus 618 to power logic 614, memory 616 and
transceiver 610. Transceiver 610 also decodes the incoming
signal and provides the decoded signal to power logic 614.
Power logic 614 accesses instructions in memory 616 for
processing the received signal and then provides data repre-
senting a response signal to transceiver 610. Transceiver 610
modulates the response signal and transmits it on antenna 608
to form a radio signal. In accordance with most embodiments,
the response signal includes at least one identifier of the tag
that is unique to the tag. In one embodiment, the response
signal from structure RFID tag 600 includes an identifier
associated with a location in a storage area and the response
signal from structure RFID tag 602 includes an identifier
associated with a location in a sales area.

Transceiver 610 found in product RFID tags 604 and 606
may be referred to as a product radio transceiver. Transceiver
610 in one of structure RFID tags 600 and 602 may be
referred to as a storage area radio transceiver while trans-
ceiver 610 in the other of structure RFID tags 600 and 602
may be referred to as a sales area radio transceiver.

Although tags 600, 602, 604 and 606 are shown as passive
tags in FIG. 6, in other embodiments, one or more of the tags
may be active RFID tags.

The system of FIG. 6 also includes an RFID interrogator-
reader 620, also referred to as RFID reader 620, which
includes a processor 622, memory 624, digital-to-analog con-
verter 626, modulator 628, transceiver 630 and antenna 632,
which together cooperate to form interrogation signals for
interrogating the RFID tags. In particular, processor 622 uses
instructions in memory 624 to generate an interrogation sig-
nal that is converted from digital to analog by digital-to-
analog converter 626 and then is modulated by modulator
628. The modulated signal is provided to transceiver 630,
which then transmits the signal through antenna 632.
Although FIG. 6 shows RFID reader 620 as including ele-
ments for generating an interrogation signal, in other embodi-
ments, RFID reader 620 does not have such elements.

Transceiver 630 also receives response signals through
antenna 632 from one or more RFID tags. Each response
signal is provided to an analog-to-digital converter 634 and a
radio signal amplitude detector 636. Analog-to-digital con-
verter 634 converts the analog response signal into a digital
signal, which is then decoded by decoder 638 to produce
decoded values that are provided to processor 622. These
decoded values include the identity of the RFID tag that sent
the response signal. Amplitude detector 636 detects the
amplitude of the response signal and this amplitude is then
converted into an RSSI value by RSSI converter 640. The
RSSI value is then provided to processor 622.

Processor 622 provides the identity of the RFID tag and the
RSSI value of the response signal to a server 650 that is on a
network 652 through a network interface 654. Network 652
may be alocal area network, an intranet or the Internet. Server
650 includes a processor 656 and a memory 658 and in most
embodiments is a computing device, for example. The iden-
tities of the product RFID tags, the RSSI values of those tags,
and the identities of the RFID interrogator-readers that
received the RFID signals are stored in product signal ampli-
tudes 662 while the identities of structure RFID tags, the
RSSI values of those tags, and the identities of the RFID
interrogator-readers that received the RFID signals are stored
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in structure signal amplitudes 664. Memory 658 also contains
computer-executable instructions representing a product
locator 660 that when executed by processor 656 cause pro-
cessor 656 to function as a product locator that can determine
the location of various products based on the values in product
signal amplitudes 662, and structure signal amplitudes 664.

Although only a single RFID interrogator-reader 620 is
presented in FIG. 6, those skilled in the art will recognize that
multiple RFID interrogator-readers such as RFID interroga-
tor-reader 620 may be present in the system and may be
connected to network 652 so as to communicate with server
650. Thus, server 650 can receive RFID identifiers and RSSI
values from multiple RFID interrogator-readers.

To determine the location of products, server 650 first
instructs the RFID interrogator-readers to interrogate the tags
atstep 700 of FIG. 7. Server 650 then sets a receiving timer at
step 702. The receiving timer provides a cutoff time for RFID
tags to respond to the interrogator signal and have their
response signal processed by at least one RFID interrogator-
reader.

At step 704, the RFID interrogator-reader(s) interrogate
the tags by sending an interrogation signal through a trans-
ceiver 630 and an antenna 632.

At step 706, the server determines if the timer set in step
702 has expired. If it has not expired, an RFID interrogator-
reader receives a response signal from at least one RFID tag,
decodes the identifying information in the response signal
and determines an RSSI value for the response signal at step
708.

At step 710, the RFID interrogator-reader provides the
identifying information and the RSSI value to server 650,
which receives the information.

At step 712, server 650 determines if the identifying infor-
mation is for an RFID tag mounted to a structure or for an
RFID tag mounted to a product. If the identifying information
is for a structure RFID tag, the RSSI value received at step 710
is stored in memory 658 at step 714 as a structure signal
amplitude 664. In addition to the RSSI value, an identifier for
the structure and an identifier for the RFID interrogator-
reader that received the signal are also stored at step 714. [fthe
identifying information indicates that the RFID tag is a prod-
uct RFID tag and not a structure RFID tag, the RSSI value for
the response signal is stored at step 716 in product signal
amplitude 662. In addition to the RSSI value, an identifier for
the product and an identifier for the RFID interrogator-reader
that received the signal are also stored at step 716.

After step 714 or step 716, the process of FIG. 7 returns to
step 706 where the server determines if the timer has expired.
If the timer has not expired, steps 708-716 are repeated for a
new RFID response signal. When the timer has expired at step
706, the server selects a product at step 718 and at step 720
compares the RSSI value of the product to the RSSI of each
structure RFID tag. In one embodiment, this involves deter-
mining the differences between the RSSI value of the product
and the RSSI values of each structure RFID tag. In embodi-
ments in which multiple RFID interrogator-readers are used,
step 720 is repeated for the RSSI of the product tag signal and
the RSSI of each structure tag signal determined by each
RFID interrogator-reader. For example, if there were four
RFID interrogator-readers, one product RFID tag and two
structure RFID tags, eight differences would be determined at
step 720, with two differences determined for each RFID
interrogator-reader. Since each RFID interrogator-reader
receives a different strength signal from the product RFID tag
and from the structure RFID tags, the resulting RSSI values at
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each RFID interrogator-reader will be different resulting in
different comparison values for each RFID interrogator-
reader.

At step 722, the server uses the comparisons between the
RSSI value of the product RFID tag and the RSSI values of
the structure RFID tags from at least one RFID interrogator-
reader to assign the product to a location. If a single RFID
interrogator-reader is present, step 722 involves identifying
the structure RFID tag that provides an RSSI value that is
closest to the RSSI value of the product. Using the identity of
the structure RFID tag, the server retrieves the location of the
structure RFID tag and assigns the product to a location based
on the location of the structure RFID tag. The location may be
general, such as referring to the retail area or the storage area,
or may be specific, such as referring to a particular shelving
unit or a particular shelf to which the structure RFID tag is
mounted.

If more than one RFID interrogator-reader provides RSSI
values for the product and the structure RFID tag, the com-
parison in step 722 involves adding the differences between
the RSSI values and the structure RFID tag values to deter-
mine a comparison value for each structure RFID tag as:

Cy= ) RSS, - RSk EQ. 1

iel

where C; is the comparison value for structure RFID tag s,
Lis the set of RFID interrogator-readers, RSSI, ,, is the RSSI
value provided by RFID interrogator-reader i for the product
RFID tag p and RSSI, | is the RSSI value provided by the
RFID interrogator-reader i for structure RFID tag s. The
comparison values, C, are then compared to each other and
the smallest comparison value and its corresponding structure
RFID tag is selected as being the closest to the product RFID
tag. The location is then assigned to the product based on this
closest structure RFID tag. As above, this location may be
general such as the retail area or the storage area or may be
specific to a particular shelving unit or to a particular shelf on
a shelving unit.

After assigning a location to the product, server 650 stores
the location at step 723 either in memory 658 or in a separate
database on a separate server (not shown). The location stored
for the product is an indication that the product is positioned
near the structure where the closest structure RFID tag is
positioned.

The process of FIG. 7 continues at step 724 where the
server determines if there are more products in product signal
amplitudes 662. If there are more products, server 650 selects
a new product at step 718 and steps 720, 722 and 723 are
repeated. When there are no more products in product signal
amplitudes 662, server 650 ends the process at step 726.

Although elements have been shown or described as sepa-
rate embodiments above, portions of each embodiment may
be combined with all or part of other embodiments described
above.

Although the subject matter has been described in lan-
guage specific to structural features and/or methodological
acts, it is to be understood that the subject matter defined in
the appended claims is not necessarily limited to the specific
features or acts described above. Rather, the specific features
and acts described above are disclosed as example forms for
implementing the claims.
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What is claimed is:

1. A computer-implemented method comprising:

receiving at least one structure signal strength for a respec-
tive signal generated by a passive tag on a structure, each
received structure signal strength associated with a
respective reader;

receiving at least one second structure signal strength for a
respective signal generated by a passive tag on a second
structure, each received second structure signal strength
associated with a respective reader;

receiving at least one product signal strength for a respec-
tive signal generated by a passive tag on a product, each
received product signal strength associated with a
respective reader;

storing an indication that the product is positioned near the
structure by:
determining if more than one reader received a respec-

tive signal generated by the passive tag on the product

and for each reader that received a respective signal

generated by the passive tag:

determining a difference between the received prod-
uct signal strength associated with the reader and
the received structure signal strength associated
with the reader and determining a difference
between the received product signal strength asso-
ciated with the reader and the received second
structure signal strength associated with the reader;
and

using the differences associated with the readers that
received respective signals generated by the passive
tag to determine that the product is closer to the struc-
ture than the second structure.
2. The computer-implemented method of claim 1 wherein
the structure and the second structure are separated by a
building wall.
3. The computer-implemented method of claim 1 wherein
storing an indication that the product is positioned near the
structure comprises storing an indication that the product is
positioned in a backroom rather than a retail space.
4. The computer-implemented method of claim 1 wherein
the structure comprises a shelf that supports products.
5. The computer-implemented method of claim 1 wherein
the structure comprises a back panel located above and at a
back of a shelf that supports products.
6. A system comprising:
a passive merchandise tag on a piece of merchandise;
apassive structure tag on a merchandise support structure;
atag reader that receives signals from the passive merchan-
dise tag and the passive structure tag and identifies a
strength of the signal received from the passive mer-
chandise tag and a strength of the signal received from
the passive structure tag;
a second tag reader that receives signals from the passive
merchandise tag and the passive structure tag and iden-
tifies a strength of the signal received from the passive
merchandise tag and a strength of the signal received
from the passive structure tag; and
a computing device that:
receives from the tag reader the strength of the signal
received from the passive merchandise tag and the
strength of the signal received from the passive struc-
ture tag;

receives from the second tag reader the strength of the
signal received from the passive merchandise tag by
the second tag reader and the strength of the signal
received from the passive structure tag by the second
tag reader; and
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identifies a location of the piece of merchandise by:

determining a difference of the strength of the signal
received from the passive merchandise tag and the
strength of the signal received from the passive
structure tag by the tag reader;

determining a difference of the strength of the signal
received from the passive merchandise tag and the
strength of the signal received from the passive
structure tag by the second tag reader; and

summing the differences to form a comparison value
that indicates the location of the piece of merchan-
dise.

7. The system of claim 6 wherein the identified location of

the piece of merchandise comprises a sales floor.

8. The system of claim 6 wherein the identified location of

the piece of merchandise comprises a store area.

9. The system of claim 6 wherein the identified location of

the piece of merchandise comprises a shelf.

10. The system of claim 6 wherein the merchandise support

structure comprises a shelving unit.
11. A retail store comprising:
a product radio transceiver mounted on a product;
a storage area radio transceiver mounted in a storage area;
a sales area radio transceiver mounted in a sales area;
a radio signal amplitude detector providing amplitudes of
signals from the product radio transceiver, the storage
area radio transceiver, and the sales area radio trans-
ceiver, the signal from the product radio transceiver
comprising, wherein the signal from the product radio
transceiver comprises an identifier associated with the
product, the signal from the storage area radio trans-
ceiver comprises an identifier associated with a location
in the storage area, and the signal from the sales area
radio transceiver comprises an identifier associated with
a location in the sales area; and
a second radio signal amplitude detector providing second
amplitudes of signals from the product radio transceiver,
the storage area radio transceiver, and the sales area
radio transceiver;
aproduct locator identifying a location of the product in the
retail store by:
determining a difference between the amplitude of the
signal from the product radio transceiver and the
amplitude of the signal from the storage area radio
transceiver;,

determining a difference between the amplitude of the
signal from the product radio transceiver and the
amplitude of the signal from the sales area radio trans-
ceiver,

determining a difference between the second amplitude
of the signal from the product radio transceiver and
the second amplitude of the signal from the storage
area radio transceiver;

determining a difference between the second amplitude
of the signal from the product radio transceiver and
the second amplitude of the signal from the sales area
radio transceiver; and

using the differences to determine a comparison value
indicative of the location of the product in the retail
store.

12. The retail store of claim 11 wherein the storage area is

separated from the sales area by a wall.

13. The retail store of claim 11 wherein the storage area

radio transceiver is mounted on a shelving unit and the sales
area radio transceiver is mounted on a second shelving unit.
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14. The retail store of claim 13 wherein the storage area
radio transceiver is mounted on a back panel of a shelving
unit.
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